[image: image1.jpg]SCIENTIFICAND MANUFACTURING FIRM 27 ofthe ex::’el'ience
an

y YEARS the innovations
We know better what customer needs!




[image: image2.jpg]CONTACTS: 33024, Rivne, Ukraine, Mlynivska str. 32
tel. +38 067 363 82 16, +38 050 461 49 39,
+38 050 460 08 99
e-mail: separator@prodecolog.com.ua
www.prodecolog.com.ua








Questionnaire for magnetic separators
	Characteristics of the material

	Name of the product
	

	Humidity , %
	

	Bulk density, t/m3
	

	Granulometric composition * (including content of the size class less than 100 icrons)
	

	Temperature,C°
	

	Other (рН, аbrasivity, cohesive properties, etc.)
	

	Characteristics of the ferromagnetic impurities

	Name (bolt, screw, abrasion, etc.)
	

	 Origin (natural, equipment deterioration, foreign items, etc.)
	

	Dimensions, mm
	

	Actual content of impurities in the material, mg/kg (%)
	

	Acceptable content of impurities in the material, mg/kg (%)
	

	Characteristics of the process

	 Capacity (max), t/h 
	

	 Cleaning method of the separator (manual, mechanical, automatic)
	

	 Times of the separator cleaning, time/shift
	

	Characteristics of the installation site

	 Place of installation (workshop, production line, site etc.)
	

	Belt-type conveyor:

	 width of the belt, mm
	

	 speed of the belt, m/s
	

	 dimensions of the layer of material, (height/width), mm
	

	 diameter of the drive drum, mm
	

	Product pipeline (free run):

	 dimensions of the product pipeline (free run)
	

	 angle of inclination, Dgr
	

	 drawing of the installation site*
	

	Pipeline:

	 pipeline diameter (Dy), mm
	

	 pressure inside the pipeline, MPa, not more
	

	 drawing of the installation site*
	

	Characteristics of the operating conditions

	 Temperature of the environmentа, C°
	

	 Humidity of the environment, %
	

	 Operation mode of equipment (one-; two- or three-shift)
	

	Customer information

	Company
	

	City, country
	

	Tel., Fax
	

	E-mail
	

	The contact person(Full name, position )
	


*- add to the questionnaire

